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Notes on Use

Before use, read this manual carefully for correct mounting
and operation.

■■■■■ General Precautions

When using Sony Manufacturing Systems Corporation
products, observe the following general precautions along
with those given specifically in this manual to ensure
proper use of the products.

• Before and during operations, be sure to check that our
products function properly.

• Provide adequate safety measures to prevent damages
in case our products should develop malfunction.

• Use outside indicated specifications or purposes and
modification of our products will void any warranty of the
functions and performance as specified of our products.

• When using our products in combination with other
equipment, the functions and performance as noted in
this manual may not be attained, depending upon
operating environmental conditions. Make full study of
the compatibility in advance.
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Features

In the GB/SR108 and SR107 series of Magnescale, the
scale and cable come as a single integrated unit.
These linear scales are semi-modular types that incorporate
the detector inside the scale, and the relative positions of
their scale and head are adjusted and secured using a slider
holder.

• Compact size and light weight
• Easy to install
• Highly accurate position detection
• Highly resistant to oils and dirt
• Same coefficient of expansion as that of machine

tools

Use the LH31 series of display units which have been
specially developed for these Magnescales. The display
units with Sony Manufacturing Systems Corporation head
amplifier can also be used by attaching the conversion
adapter (SZ04).

Composition

GB-5/ SR108-005

GB-10/ SR108-010

GB-15/ SR108-015

GB-20/ SR108-020

GB-25/ SR108-025

GB-30/ SR108-030

GB-35/ SR108-035

GB-40/ SR108-040

GB-45/ SR108-045

GB-50/ SR108-050

GB-55/ SR108-055

GB-60/ SR108-060

GB-65/ SR108-065

GB-75/ SR108-075

GB-85/ SR108-085

GB-95/ SR108-095

GB-105/SR108-105

GB-125/SR108-125

GB-140/SR108-140

GB-160/SR108-160

GB-185/SR108-185

GB-205/SR108-205

GB-220/SR108-220

SR107-005

SR107-010

SR107-015

SR107-020

SR107-025

SR107-030

SR107-035

SR107-040

SR107-045

SR107-050

SR107-055

SR107-060

SR107-065

SR107-075

SR107-085

SR107-095

SR107-105

SR107-125

Model Cable length

50 mm/1.9"

100 mm/3.9"

150 mm/5.9"

200 mm/7.8"

250 mm/9.8"

300 mm/11.8"

350 mm/13.7"

400 mm/15.7"

450 mm/17.7"

500 mm/19.6"

550 mm/21.6"

600 mm/23.6"

650 mm/25.5"

750 mm/29.5"

850 mm/33.4"

950 mm/37.4"

1050 mm/41.3"

1250 mm/49.2"

1400 mm/55.1"

1600 mm/62.9"

1850 mm/72.8"

2050 mm/80.7"

2200 mm/86.6"

Measuring length

3 m

9.8'

5 m

16.4'

10 m

32.8'
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Sony Precision Technology America, Inc.
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